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SATLINK

Fast and dependable satellite communications at sea

Enjoy the convenience of fast and
dependable global access to voice and
data communications simultaneously

at sea with Satlink FleetBroadband 150.

The Satlink FB150 is ideal to address
the communication needs of small ves-
sels be it merchant, fishing or leisure
boats. With its state-of-the-art techno-
logy, the Satlink FB150 brings the con-
venience of the 21st century to the
maritime world. Browse the web, check
your email, fill out regulatory forms or
download navigational charts and wea-
ther reports at a speed of up to
150kbps. Its affordable price and vast
array of features is turning the Satlink
FB150 into the must have satellite com-
munication tool on board small ves-
sels.

Satlink has applied its knowledge of
the fishing industry in the customiza-
tion of the Satlink FB150 to address
current and future communications
needs of fishing vessels. Fishing boat
owners will be able to address new
regulatory demands currently being
place by fishing authorities worldwide.
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Satlink FB150 allows you to address
crew, logistical and commercial
demands at an affordable price
without sacrificing quality. Regar-
dless of your commercial activity, the
Satlink FB150 is the most cost-
effective solution in the market and
helps you to keep a competitive
advantage in today’s demanding
maritime industry.

Recreational yacht owners will
appreciate the convenience, reliabili-
ty, robustness and elegance of the
Satlink FB150. Its cutting-edge tech-
nology and rich features will allow
them to turn their yachts into virtual
offices at sea in order to follow up
with their business whist sailing
anywhere in the world.

The design includes a compact and
light antenna allowing for an easy and
fast installation. Its strong performan-
ce guarantees a stable connection
even during the most extreme wea-
ther conditions and requires minimal
maintenance.
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Our cutting-edge technology is
rich in features; enjoy the conve-
nience of up to 150kbps standard
IP, SMS and 4kbps AMBE+2
voice.
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Handset
The handset’s well-designed
interface allows users to maximi-

ze utilization of the FB150 while
not sacrificing on comfort and

usability.
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Antenna !

The design includes a compact
and light antenna allowing for an &
easy and fast installation. Its ‘
strong performance guarantees a
stable connection even during
the most rugged of times while .-
requiring little maintenance. =

www.satlink.es
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FleetBroadband 150

Technical Specification

Power Supply +10.8Vto +31.2V

Transmitting 1626,5MHz - 1660,5MHz

Receiving 1525,0MHz - 1559,0 MHz
Communication Services 1Ports RI11
SATLINK, S.L.
_ ;PO“S EESI ) Avda. dela Indusiria, 53 Nave
i ono [ndustrial ae endas
Voice 4kbps, AMBE+2 ower LED Indicator 28108-Alcobendas (Madrid)
Standard IP 150kbps Spain

SMS Up to 160 characters Tel.: +34 91 327 21 31

Fax: +34 91 327 21 69
e-mail: info@satlink.es

LAN /Ethernet | 1x10 Base -T Ethernet Ports

Weight 2.8kg including PoE g;n.lmx, S.L.
Dimensions 297x228x77 mm e -
Storage LAN/ Standard | IEEE 8023 10 Base-T Ethernet| [t Sate
Temperature -40°C to +80°C Spain
Operational LAN / Network ;el.: +g: ggg ::g ;gg
/| ax: +.
Temperature -255C to +55°C Protocols TCP/IP, NAT, PAT, HTTP, DHCP -mail: galicia@satiink 63
Server, MAC
LINKSAT SOLUTIONS S.A.
oty
. IMcio Foraleza
Weight 390 grams Piso 3, Oficina 3C
Dimensions 142x56x22 mm Roll +30°/8 Manta, Ecuador

Pitch +10°/6s Tel.: +593 5 2611823
Yaw +89/505 Movil: +593 8 4998239
Surge 0.5g e-mail: fts@satlink.es

Weight 2.0kg zwar g,gg SATLINK, LTD
Dimensions H 228xD 294 mm ea .e -9 Seychelles
Storage Turning Rate +/-6 deg/s SITZ - Mahe - Seychelles

Headwa 30Knots E
Temperature -40°C to +85°C y Tel.: +248 52 62 55
. e-mail: jag@satlink.sc
Operational
Temperature -25°C to +55¢°C
Cable 12 dB at 1.6GHz and 4
ohm DC loop resistance
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